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NOTICE: 
 

The ARB Approved Installation, Operation and Maintenance Manual for the 
Standing Loss Control Vapor Recovery System for Existing Installations of 
Aboveground Storage Tanks (AST) describes the tools and methods required 
to install the Standing Loss Control Enhanced Vapor Reduction (EVR) System.  
 
The paint manufacturers written instructions, procedures and guidelines will be 
adhered to when preparing and applying white paint to existing ASTs or the 
warranty will be void. It is the owner’s (of the AST) responsibility to ensure that 
the Standing Loss Control EVR System is properly and safely installed, operated 
and maintained on their existing ASTs. The owner may also choose to hire any 
qualified contractor or technician to install, operate and maintain the Standing 
Loss Control EVR System on their ASTs.  All the current requirements of state, 
federal and local codes for installation and repair of gasoline dispensing 
equipment must be adhered to.  Installation, operation and maintenance of the 
Standing Loss Control EVR System must also meet all the necessary safety 
precautions and site safety requirements to assure a safe and trouble free 
installation.   
 
A list of recommended qualified technicians/contractors can be located by 
contacting the manufacturer of the Standing Loss Control EVR System.  The 
following is a list of manufacturers and their contact information: 
 
PPG High Performance Coatings           PPC Ponderosa Protective Coatings 
4635 N. Cedar Avenue                              3663 N. Clovis Avenue 
Fresno, California 93726-1002                  Fresno, California  93727 
Phone:  (559) 222-3131                            Phone:  (559) 291-0664 
 
ICI Paints                                                  Husky Corporation 
6679 N. Blackstone                                   2325 Husky Way 
Fresno, California  93710                          Pacific, Missouri  63069 
Phone:  (559) 439-6200                            Phone:  (800) 325-3558 
 
Modern Custom Fabrication                     
SuperVault Protected AST                        
2421 E. California Avenue                           
Fresno, California  93721                            
Phone:  (800) 800-8268                             
 
Steel Tank Institute 
Fireguard Protected AST 
944 Donata Court 
Lake Zurich, Illinois 60047 
Phone:  (847) 438-8265 
Manufacturers of Fireguard Protected ASTs can be found at: 
http://www.steeltank.com/FindaFabricator/tabid/55/Default.aspx 
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Summary of Maintenance Required of the Standing Loss 
Control Vapor Recovery System 

 
Component Interval Maintenance To Be Performed 

Pressure/Vacuum Vent 
Valve 
     Husky 5885 
 

Annual 1. Remove screws that hold on the top 
cover.  Do not remove the screens. 

2. Remove any debris from inside the 
lower cover 

3. Check the drain holes in the lower 
cover. 

4. Reinstall the top cover 
5. Tighten the screws firmly 

White Paint  
     PPG High Performance 
     Coatings 
    
    Ponderosa Paint       

Company 
      
    ICI Devoe Devthane 
 
 
 
 
 
 
 

Annual 
 
 

1. Wash the surface of the aboveground 
storage tank with soap solution and 
rinse with water 

2. Visually inspect painted surface for 
signs of wear including but not limited to 
discoloration, peeling, chipping, 
thinning, or other areas where paint is 
not adhering to the aboveground 
storage tank surface. 

3. If signs of wear are observed, prepare 
surface of aboveground storage tank 
and re-apply white paint  per the 
manufacturer’s specifications 

      

Modern Custom Fabrication 
SuperVault MH Series 
Aboveground Storage 
Tanks 

Weekly 
 
 
 
 
 
 
 

1. Check the operation of the emergency 
vents for free movement and no 
obstructions 

2. Spill pan should be clean and free of 
obstructions 

3. Check tank monitoring device if 
equipped 

4. Inspect surface (paint) of tank for chips 
or corrosion 

Steel Tank Institute 
Fireguard Protected 
Aboveground Storage 
Tanks 

Periodically 
 
 
 
Monthly 

1. Inspect proper drainage around the AST 
area 

2. Inspect the tank exterior to ensure the 
integrity of the coating 

1.   Inspect for the presence of water at the 
lowest possible points inside the 
primary tank 

(End of maintenance table.) 
1
 These maintenance requirements shall not circumvent use of the manufacturer’s installation and 

maintenance instructions. Maintenance contractors or owner/operators shall refer to the manufacturers 
complete installation and maintenance instructions found herein to ensure that all maintenance requirements 
are met. Maintenance must be conducted within the interval specified from the date of installation and at 
least within the specified interval thereafter. 
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Standing Loss Control EVR Installation Equipment Check List 
Installing Products per ARB Executive Order VR-301-A 

 
Site Location:(name) ____________________________________________   
Address:  _____________________________________________________  
City/State:  ____________________________________________________                                   
Contact/Phone: ________________________________________________ 
Installing Contractor:(name) ______________________________________             
Address: _____________________________________________________  
City/State:  ____________________________________________________ 
Contact/Phone: ________________________________________________     
Tank Number:__________ Product:___________Capacity:______________ 
Tank Number:__________ Product:___________Capacity:______________ 
Tank Number:__________ Product ___________Capacity:______________ 
Installing Technician: (name): _____________________________________ 
Technician Certification Number: __________________________________  
Signature: ____________________________________________________ 
 

1. Is all of the installed equipment for Standing Loss Control                      
EVR listed in ARB Executive Order (E.O.) VR-301-A? 
 
Note: All Standing Loss Control Vapor Recovery 
installed equipment must be listed in E.O. VR-301-A. See 
attached Exhibit 1 Checklist, and /check each item 
installed. 
 
2.  Pressure Vacuum Vent Valve – Is there a P/V Vent valve       
installed on the top of each (gasoline) vent pipe (a maximum 
of three EVR P/V valves per GDF) or manifold? 
 

a. P/V vent valve(s) torqued to ____________ ft. lbs. 
 

3.  White Paint – Has the aboveground storage tank surface 
been prepared according to the white paint manufacturer’s 
specifications?  
 

a. Describe surface preparation: ________________ 
___________________________________________
___________________________________________ 
 

4.  White Paint – Has a certified white paint been applied to 
the surface of the aboveground storage tank according to 
the manufacturer’s specifications? 

 
 
a.  Describe the application technique: ____________ 
___________________________________________    

 

Yes/No Initials 

Yes/No Initials 

Yes/No Initials 

Yes/No Initials 
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5.  Modern Custom Fabrication SuperVault MH Series – Has 
the SuperVault AST been installed with the proper 
pressure/vacuum vent valve ? 
 

         a. Describe any issues:________________________ 
                                             ___________________________________________ 
 

6.  Steel Tank Institute Fireguard Protected AST – Has the 
Fireguard AST been installed with the proper 
pressure/vacuum vent valve? 
 

a. Describe any issues:________________________ 
              ___________________________________________ 
     

Yes/No Initials 

Yes/No Initials 
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 Standing Loss Control Vapor Recovery System Exhibit 1 Equipment 

Checklist 
 
From the list below, check the box for each component you used:   
 

Pressure/Vacuum Vent Valve                       €  Husky 5885 
 

White Paint                        €  PPG High Performance   
Coatings, Durethane 

€  Ponderosa Paint Company,  
Enviro-Clad 

€  ICI Devoe High 
Performance Coatings, 
Devthane 

 

Protected Aboveground Storage Tanks           € Modern Custom Fabrication           
SuperVault MH Series 

 

€  Steel Tank Institute         
Fireguard Protected AST 
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Figure A-1 
Husky Model 5885 2-Inch Threaded Pressure/Vacuum Vent Valve 
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Figure A-1 (continued) 
Husky Model 5885 2-Inch Threaded Pressure/Vacuum Vent Valve 
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Figure A-1 (continued) 
Husky Model 5885 2-Inch Threaded Pressure/Vacuum Vent Valve 
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Figure B-1 
PPG High Performance Coatings Durethane DTM Urethane Mastic 
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Figure B-1 (continued) 
PPG High Performance Coatings Durethane DTM Urethane Mastic 
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Figure B-2 
Ponderosa Paint Company, Inc., Enviro-Clad 2600 DTM/Urethane 
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Figure B-2 (continued) 

Ponderosa Paint Company, Inc., Enviro-Clad 2600 DTM/Urethane 
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Figure B-2 (continued) 
Ponderosa Paint Company, Inc., Enviro-Clad 2600 DTM/Urethane 
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Figure B-2 (continued) 
Ponderosa Paint Company, Inc., Enviro-Clad 2600 DTM/Urethane 
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Figure B-3 
ICI Devoe Devthane High Performance Coatings 
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Figure B-3 (continued) 
ICI Devoe Devthane High Performance Coatings 
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Figure B-3 (continued) 
ICI Devoe Devthane High Performance Coatings 
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Figure B-3 (continued) 
ICI Devoe Devthane High Performance Coatings 
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Figure C-1 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 

Modern Custom Fabrication SuperVault MH Series Protected   
Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 

 
 



 

Installation, Operation and Maintenance Manual, Executive Order VR-301-A 
Standing Loss Control Vapor Recovery System for Existing Installations of Aboveground Storage Tanks 

 
Page 25 

Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 

 
 



 

Installation, Operation and Maintenance Manual, Executive Order VR-301-A 
Standing Loss Control Vapor Recovery System for Existing Installations of Aboveground Storage Tanks 

 
Page 30 

Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-1 (continued) 
Modern Custom Fabrication SuperVault MH Series Protected   

Aboveground Storage Tanks 
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Figure C-2 
Steel Tank Institute Fireguard Protected Aboveground Storage Tanks 

 

 
 
 



 

Installation, Operation and Maintenance Manual, Executive Order VR-301-A 
Standing Loss Control Vapor Recovery System for Existing Installations of Aboveground Storage Tanks 

 
Page 34 

Figure C-2 (continued) 
Steel Tank Institute Fireguard Protected Aboveground Storage Tanks 
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Figure C-2 (continued) 
Steel Tank Institute Fireguard Protected Aboveground Storage Tanks 
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Figure C-2 (continued) 
Steel Tank Institute Fireguard Protected Aboveground Storage Tanks 

 

 


